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DIEBOLD OPTEVA® 522
EXTERIOR CASH
DISPENSER

A rugged, free standing weather-resistant cash dispenser
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We've got a solve for that.™

FLEXIBLE INSTALLATION

With a small footprint and weatherized
exterior, this cash dispenser is perfect for
off-premise deployment in locations such
as athletic stadiums, amusement parks and
outdoor venues.

MAXIMUM AVAILABILITY

Ensure maximum availability with Opteva®
522's five-cassette capacity, which is
supported by intelligent modules that
forecast maintenance needs so you can
respond proactively.

ULTIMATE RELIABILITY

Opteva® technology delivers one of the
highest levels of uptime in the industry. More
uptime means consistent convenience for
your customers and peace of mind for you.

MULTI-CHANNEL SOFTWARE

Agilis®, Diebold's high-performance
solutions platform, performs in a cross-
vendor environment and connects to web
applications, back-office systems and other
customer channels to maximize your brand,
personalize transactions and deploy new
functionality quickly.

SECURITY SOLUTIONS

The enhanced security features integrate
the latest in fraud-prevention technology to
reduce your exposure while offering your
customers an enhanced sense of security.



YOUR PEACE OF MIND
IS PRICELESS

For the highest level of reliability and continuous accessibility

from your ATM channel, put your trust in a proven leader. Diebold
technology operates easily, profitably and securely, so your channel
runs as efficiently as possible. Our self-service solutions provide
maximum durability for high return on your investment. Diebold
Opteva® hardware and Agilis® software platforms were designed with
an eye toward the future by ensuring upgradeability and delivering
tomorrow’s self-service terminals today.

Enjoy the peace of mind only Diebold technology delivers. From
ease of installation, to the latest in security features and maximum
availability, Diebold offers reliable solutions that boost profitability.
Choose dependability. Choose Diebold.

OPTEVA 522 ATM FEATURES

ARCHITECTURE:

e Designed to meet international accessibility guidelines

e Compact terminal design offers the most functionality for the
footprint size

e Fully RoHS compliant

ENHANCED SECURITY:

e Features include fraud-resistive dispenser and card reader,
consumer awareness mirrors, encrypting PIN pad, security
camera and lock options, duress alarm and currency
ink-staining system

SPECIFICATIONS

15.1-inch color consumer display

Printer options

e Two-color graphical thermal
receipt and document printers

High-performance 1
Intel® processors

Microsoft Windows

XP® Professional/Windows 7® e Graphical thermal journal

printer

Large-capacity read/write 3 Headphone Jack
4 Encrypted PIN pad
DVD-ROM drive 5 Multi-color, programmable
lead-through indicator

Dimensions 6 Task Light
Height: 1,793 mm (70.6 in) 7 Consumer awareness mirrors
Width: 635 mm (25 in) 8 Universal camera mount
Depth: 988 mm (38.9 in) 9 Card reader options

Weight with five-high
UL 291 Level 1 safe:
590 kg (1,300 lbs)

e Manual insert (dip)
* Motorized options
e Smart card options
o ActivEdge™
10 Optional barcode reader
11 AFD with friction-pick technology

Security Safe
e UL291 Level 1 Safe

*Custom color
options available

*availability varies by market

DISPLAY OPTIONS:

® Attention-getting graphics delivered via a 15.1-inch color consumer
SVD display increase advertising and cross-selling impact

¢ Indoor and outdoor touch-screen options, with or without
function keys

e Optional sunlight viewable and privacy filters

ENHANCED OPERATOR INTERFACE:

® An adjustable alphanumeric keyboard and integrated
pointing device streamline service

e Complete analysis of the ATM as well as a variety of
diagnostics and other service benefits provided via a
10.4-inch color LCD rear monitor

ADVANCED FUNCTION DISPENSER (AFD):

e Increased capacity throughput and efficiencies via two to five
multimedia cassettes

¢ Divert cassette with separate retract and divert compartments

¢ Proven friction-pick technology

WEATHER RESISTANT:

¢ Weatherized housing protects unit from normal water/snow entry
e Operating environments:

e _35°to 50° C (-31° to 122° F) with air conditioner

e -35°to 40° C (-31° to 104° F) without air conditioner

Total Solutions

Hardware

Software

Premier Services
Professional Services

Contact Information

Diebold, Incorporated
P.O. Box 3077

Dept. 9-B-16

North Canton, Ohio
44720

| E-mail: productinfo@diebold.com
H ‘ www.dieboldopteva.com
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